
work lamps Ij

ϕ 117 CRC3E, CRC3F Ij

with LED and FF optics
supply voltage: 12V-24V DC

power of 29W Ij

luminous flux 2500 lm Ij

IP68, IP69K rated Ij



LED work lamps and FF optics, ϕ 117

CRC3E, CRC3F 12-24V DC, 2500 lm

Application
Work lamps are used to illuminate
working space near vehicles, tractors,
slow-moving machines, and any other
places where 12V or 24V DC power is
available.

General information
The lamps comply with EMC Directive
2004/108/EC and do not emit
electromagnetic interference as well
as they are resistant to it's inuence.

Detailed information
The lifting capacity of � single magnet
holder is 250N (one magnet).
Light distribution angle of lamps CRC3E
series equals 50°, and CRC3F is 4°.
The grille can be removed..

Construction
•module - 6 LEDs, made by Osram
•aluminum radiator
•black plastic frame (optionally
equipped with a handle)

•xing parts and screws made of Inox
steel

•plastic lens
•Deutsch DT 2-pin cap connector
(option)

•AMP Faston 250 2-pin cap
connector (option)

•cable 0,5 m (option)
•cable 8 m (option)
•switch (option)
•cigarette lighter plug (option)
•magnetic bracket (option)

Useful parts while installing
Deutsch plug DT06-2S 2-pin
- catalogue No. A.07135

Recommendation
Correct polarity required.

Parameters
Rated power 29W.
Luminous ux 2500 lm.
Permissible power supply voltage of
12V-24V LED module is 10-34V DC.
Colour temperature: 5700-7000 K.
IP68, IP69K rated.

Mounting methods
They can be installed in any position.
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CRC3E.50300 * * *

CRC3E.50306 * * *

CRC3E.50307 * * *

CRC3E.50310 * * * *

CRC3E.50316 * * * *

CRC3E.50317 * * * *

CRC3E.50320 * * * *

CRC3E.50326 * * * *

CRC3E.50327 * * * *

CRC3E.50330 * * * * *

CRC3E.50336 * * * * *

CRC3E.50337 * * * * *

CRC3E.50380 * * * *

CRC3E.50381 * * * * *

CRC3E.50382 * * * * *

CRC3E.50383 * * * * * *

CRC3E.50392 * * * * * * *

CRC3E.50393 * * * * * * * *

CRC3E.50325 * * * *

CRC3F.50400 * * *
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CRC3F.50406 * * *

CRC3F.50407 * * *

CRC3F.50410 * * * *

CRC3F.50416 * * * *

CRC3F.50417 * * * *

CRC3F.50420 * * * *

CRC3F.50426 * * * *

CRC3F.50427 * * * *

CRC3F.50430 * * * * *

CRC3F.50436 * * * * *

CRC3F.50437 * * * * *

CRC3F.50480 * * * *

CRC3F.50481 * * * * *

CRC3F.50482 * * * * *

CRC3F.50483 * * * * * *

CRC3F.50492 * * * * * * *

CRC3F.50493 * * * * * * * *

CRC3F.50494 * * * * *

CRC3F.50425 * * * *
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work lamps Ij

ϕ 117 CRC3C, CRC3D Ij

with LED and FF optics
supply voltage: 12V-24V DC

power of 25W Ij

luminous flux 2000 lm Ij

IP68, IP69K rated Ij



LED work lamps and FF optics, ϕ 117

CRC3C, CRC3D 12-24V DC, 2000 lm

Application
Work lamps are used to illuminate
working space near vehicles, tractors,
slow-moving machines, and any other
places where 12V or 24V DC power is
available.

General information
The lamps comply with EMC Directive
2004/108/EC and do not emit
electromagnetic interference as well
as they are resistant to it's inuence.

Detailed information
The lifting capacity of � single magnet
holder is 250N (one magnet).
Light distribution angle of lamps
CRC3C series equals 50°, and CRC3D
is 4°.
The grille can be removed..

Construction
•module - 6 LEDs, made by Cree
•aluminum radiator
•black plastic frame (optionally
equipped with a handle)

•xing parts and screws made of Inox
steel

•plastic lens
•Deutsch DT 2-pin cap connector
(option)

•AMP Faston 250 2-pin cap
connector (option)

•cable 0,5 m (option)
•cable 8 m (option)
•switch (option)
•cigarette lighter plug (option)
•magnetic bracket (option)

Useful parts while installing
Deutsch plug DT06-2S 2-pin
- catalogue No. A.07135

Recommendation
Correct polarity required.

Parameters
Rated power 25W.
Luminous ux 2000 lm.
Permissible power supply voltage of
12V-24V LED module is 10-34V DC.
Colour temperature: 5700-7000 K.
IP68, IP69K rated.

Mounting methods
They can be installed in any position.
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CRC3C.50100 * * *

CRC3C.50106 * * *

CRC3C.50107 * * *

CRC3C.50110 * * * *

CRC3C.50116 * * * *

CRC3C.50117 * * * *

CRC3C.50120 * * * *

CRC3C.50126 * * * *

CRC3C.50127 * * * *

CRC3C.50130 * * * * *

CRC3C.50136 * * * * *

CRC3C.50137 * * * * *

CRC3C.50180 * * * *

CRC3C.50181 * * * * *

CRC3C.50182 * * * * *

CRC3C.50183 * * * * * *

CRC3C.50192 * * * * * * *

CRC3C.50193 * * * * * * * *

CRC3C.50125 * * * *
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CRC3D.50200 * * *

CRC3D.50206 * * *

CRC3D.50207 * * *

CRC3D.50210 * * * *

CRC3D.50216 * * * *

CRC3D.50217 * * * *

CRC3D.50220 * * * *

CRC3D.50226 * * * *

CRC3D.50227 * * * *

CRC3D.50230 * * * * *

CRC3D.50236 * * * * *

CRC3D.50237 * * * * *

CRC3D.50280 * * * *

CRC3D.50281 * * * * *

CRC3D.50282 * * * * *

CRC3D.50283 * * * * * *

CRC3D.50292 * * * * * * *

CRC3D.50293 * * * * * * * *

CRC3D.50225 * * * *
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0477.5



work lamps Ij

ϕ 117 CRC3A, CRC3B Ij

with LED and FF optics
supply voltage: 12V-24V DC

power of 24W Ij

luminous flux 1500 lm Ij

IP68, IP69K rated Ij



LED work lamps and FF optics, ϕ 117

CRC3A, CRC3B 12-24V DC, 1500 lm

Application
Work lamps are used to illuminate
working space near vehicles, tractors,
slow-moving machines, and any other
places where 12V or 24V DC power is
available.

General information
The lamps comply with EMC Directive
2004/108/EC and do not emit
electromagnetic interference as well
as they are resistant to it's inuence.

Detailed information
The lifting capacity of � single magnet
holder is 250N (one magnet).
Light distribution angle of lamps
CRC3A series equals 50°, and CRC3B
is 4°.
The grille can be removed..

Construction
•module - 6 LEDs, made by Cree
•aluminum radiator
•black plastic frame (optionally
equipped with a handle)

•xing parts and screws made of Inox
steel

•plastic lens
•Deutsch DT 2-pin cap connector
(option)

•AMP Faston 250 2-pin cap
connector (option)

•cable 0,5 m (option)
•cable 8 m (option)
•switch (option)
•cigarette lighter plug (option)
•magnetic bracket (option)

Useful parts while installing
Deutsch plug DT06-2S 2-pin
- catalogue No. A.07135

Recommendation
Correct polarity required.

Parameters
Rated power: 24W.
Luminous ux: 1500 lm (1,5 times
greater than ux of H3 12V/55W bulb).
Permissible power supply voltage of
12V-24V LED module is 10-30V DC.
Colour temperature: 5000-7000 K.
IP68, IP69K rated.

Mounting methods
They can be installed in any position.
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CRC3A.48700 * * *

CRC3A.48701 * * *

CRC3A.48706 * * *

CRC3A.48707 * * *

CRC3A.48710 * * * *

CRC3A.48716 * * * *

CRC3A.48717 * * * *

CRC3A.48720 * * * *

CRC3A.48726 * * * *

CRC3A.48727 * * * *

CRC3A.48730 * * * * *

CRC3A.48736 * * * * *

CRC3A.48737 * * * * *

CRC3A.48780 * * * *

CRC3A.48781 * * * * *

CRC3A.48782 * * * * *

CRC3A.48783 * * * * * *

CRC3A.48792 * * * * * * *

CRC3A.48793 * * * * * * * *

CRC3A.48725 * * * *
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CRC3B.49200 * * *

CRC3B.49206 * * *

CRC3B.49207 * * *

CRC3B.49210 * * * *

CRC3B.49216 * * * *

CRC3B.49217 * * * *

CRC3B.49220 * * * *

CRC3B.49226 * * * *

CRC3B.49227 * * * *

CRC3B.49230 * * * * *

CRC3B.49236 * * * * *

CRC3B.49237 * * * * *

CRC3B.49280 * * * *

CRC3B.49281 * * * * *

CRC3B.49282 * * * * *

CRC3B.49283 * * * * * *

CRC3B.49292 * * * * * * *

CRC3B.49293 * * * * * * * *

CRC3B.49225 * * * *
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