WESEM

700 x 100 LKR5

halogen H3
( handle )
( IP68, IP69K rated )

( connector built-in )
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Work lamps are used to illuminate LKRS.26365 | 1GA007506001 N 2 : " !
working space near vehicles, tractors, LKR5.26375 | 1GA007506002 * 2 * * 1
slow-moving machines, and any other LKR5.27466 | 1GA007506081 * * 2 * * 1
places where 12V or 24V power is LKR5.27476 | 1GA007506547 * * 2 * * 1
available. LKR5.27467 | 1GA007506007 * * 2 * * 1
LKR5.27477 | 1GA007506007 * * 2 * * 1
LKR5.26366 - . 2 . . 1
LKRS.27465 * * * 2 * * 1
LKR5.27468 gk - 2 : - 1
LKR5.35565 * * 2 * * 1
General information LKRS.35575 - - 2 !
A wide range of mounting brackets LKR5.37066 * . * 2 * : !
available. LKR5.37076 * * * 2 * * 1
S . LKR5.37166 * * * * * 2 * * 1
Detailed information - -
o i oyqro  LKR5.35566 | - 2 . - 1
Light distribution angle equals 63°x45°.
LKR5.37067 * K * 2 * * 1
Construction
LKR5.27470 * * | ox * * 2 * * 1
* metal reflector - -
* housing with waterproof AMP
Faston 250 2-pin cap connector
* black plastic frame (optionally
equipped with a handle)
* glass lens
* mounting bracket and screws
(optionally made of Inox steel)
 connector gasket
* plug housing
* bulb (option)
Additional features
The mount permits easy aiming in any
direction.
Other versions
Equipped with shock absorber.
With switch and various types of
electrical connectors.
Bulbs / 100 91 \ / \
Fit bulbs type:
H3 12V 55W or H3 24V 70W
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