WESEM

additional lamps

156 x 92 HP3

halogen H3
fog and driving lights

( IP66 rated )

( installed upright or upside down )




Fog lights and driving lights, 156

HP3

Construction and
parameters

Application
To be mounted at the front of the car or
truck.

Construction

* metal reflector

* black plastic housing

* black plastic frame around the lens

* glass lens

* mounting bracket with screws

« cable with seal, terminated with
F/6,3 and A-2,5 terminals

* bulb (option)

Additional features

Equipped with special semi-permeable
membrane to allow for pressure
compensation.

Mounting and adjustment system
permits easy and accurate 3D aiming.

Bulbs
Fit bulbs type:
H3 12V 55W or H3 24V 70W

Parameters

IP66 rated.

The driving light reference mark, which
specifies the light's maximum
luminous intensity is 12.5 (it is about
60 Ix within distance of 25 m).

Mounting methods
They can be installed on a vehicle in an
upright or upside-down position.
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HP3.15863 | 158 * * * * * 1
HP3.16264 | 158 * * * * * 1
HP3.16063 | 160 * * * * * 1
HP3.16464 |160 * * * * * * 1
Homologation code means identifier of certification number.
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Other company names and product numbers used herein are for identification purposes of WESEM's products, only.
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